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MKD BELTINGMKD BELTING

Industriezone D’Helst 15
9280 Lebbeke

Tel. +32(0) 52 41 17 02
Fax. +32(0) 52 41 34 20

BTW 0450.873.519

MKD BELTING



Belt width EP100/1 - 1+1 EP200/2 - 2+1 EP250/2 - 3+1 EP400/3 - 6+2

300 mm

400 mm

500 mm

600 mm

650 mm

800 mm

900 mm

1.000 mm

1.200 mm

1.400 mm

1.600 mm

2.000 mm

Belt width EP500/4 - 5+2 EP630/4 - 6 + 2 EP630/4 - 8 + 3
600 mm

650 mm

800 mm

1.000 mm

1.200 mm

1.400 mm

1.600 mm

2.000 mm

Belt width
EP 250/2 - 3+1  

Oil and Grease

EP 400/3 - 4+2      

Oil and Grease

EP 500/3 - 6+2  

Oil and Grease
400 mm

500 mm

600 mm

650 mm

800 mm

1.000 mm

1.200 mm

1.400 mm

1.600 mm

2.000 mm

Belt width
EP 250/2 - 2+0    

Oil and Grease

EP 400/3 - 2+0      

Oil and Grease

EP 400/3 - 3+0    

Oil and Grease
400 mm

500 mm

600 mm

650 mm

800 mm

1.000 mm

1.200 mm

1.400 mm

1.600 mm

2.000 mm

Belt width
EP 250/2 - 2+0    

Glide belt

EP 400/3 - 2+0     

Glide belt

EP 400/3 - 3+0   

Glide belt
400 mm

500 mm

600 mm

650 mm

800 mm

1.000 mm

1.200 mm

1.400 mm

1.600 mm

2.000 mm

EP800/4 - 8 + 3

EP 500/4 - 6+0    

Glide belt

CONVEYOR BELTS
EP315/2 - 4+2 EP400/3 - 4+2



Belt width
CP 500/3 - 5+3 

Ripstop

CP 500/3 - 8+3 

Ripstop

CP 500/3 - 10+3   

Ripstop

650 mm

800 mm

1.000 mm

1.200 mm

1.400 mm

1.600 mm
1.800 mm

Belt width

EP 250/2 - 3+1  

Rough Top 

black

EP 400/3 - 3+1  

Rough Top     

black

EP 250/2 - 3+0  

Rough Top 

black

200 mm

300 mm

400 mm

500 mm

600 mm

650 mm

800 mm

1.000 mm

1.200 mm

1.400 mm

1.600 mm

1.800 mm
2.000 mm

Belt width

EP 250/2 - 3+0  

Rough Top       

Beige

EP 400/3 - 3+0  

Rough Top         

Beige

1.800 mm

Belt width
XE 400/3 - 4+2  

Cross stable

XE 400/3+2 - 4+2    

Cross stable
Belt width

600 mm 600 mm

650 mm 650 mm

800 mm 800 mm

1.000 mm 1.000 mm

1.200 mm 1.200 mm

1.400 mm 1.400 mm

1.600 mm

2.000 mm

Belt width EP 630/4 - 2+2    

1.000 mm

Belt width EP 800/4 - 2+2    

1.000 mm

Belt width
EP 630/4 - 2+2    

Öl und Fett
1.000 mm

Belt width
EP 800/4 - 2+2    

Öl und Fett
1.000 mm

EP 500/4 - 5+2      

180°

EP 400/3 - 5+2    

150°-170°

EP 500/3 with steel cables in the top 

cover                                                       

Diameter cable:     ± Ø 1,35 mm            

Pitch cable:             ± 8 - 12 mm            

Technical specs.

CONVEYOR BELTS

EP 400/3 - 3+0  

Rough Top        

black



Belt width
(P)

Belt width
400 mm (B)
500 mm
400 mm
500 mm

600 mm
650 mm
600 mm
650 mm

Belt width
500 mm (A)
600 mm
650 mm
500 mm
600 mm
650 mm
800 mm

800 mm
800 mm

1.000 mm

1.000 mm
1.000 mm
1.200 mm

 Type Profile width

 Type 

CHEVRON BELTS

EP 400 / 3 - 3 + 2  mm      

Belt type

EP 250 / 2 - 3 + 2 mm       

↓  ↓            olie en vet bestendig  ↓  ↓

Profile Height: 6 mm

EP 250 / 2 - 3 + 2 mm       

Profile width

EP 400 / 3 - 3 + 2  mm      

Profile Height: 15 mm
Belt type

Profile Height: 15 mm
Belt type Profile width  Type 

385 mm C15 P385 (A)

600 mm C15 P600 (A)

750 mm C15 P750 (A)

V6 (P)

EP 250 / 2 - 3 + 1½ mm    

EP 400 / 3 - 3 + 1½ mm    

EP 250 / 2 - 3 + 1½ mm    

EP 400 / 3 - 3 + 1½ mm    

EP 400 / 3 - 3 + 1½ mm    

EP 400 / 3 - 3 + 1½ mm    

V6 (P)
     P P →                                            
2.000 mm

     P P →                                            
2.000 mm

     P P →                                            
2.000 mm

     P P →                                            
2.000 mm

EP 250 / 2 - 3 + 1½ mm    
330 mm

450 mm C15 V450 (B)
EP 250 / 2 - 3 + 1½ mm    

C15 V330 (B)

EP 250 / 2 - 3 + 1½ mm    

EP 400 / 3 - 3 + 1½ mm    



Belt width
400 mm (C)
500 mm
400 mm
500 mm

500 mm
600 mm
650 mm
500 mm
600 mm
650 mm
800 mm

650 mm (D)
800 mm
650 mm
800 mm

650 mm
800 mm
650 mm
800 mm

1.000 mm

800 mm
1.000 mm (E)
800 mm

1.000 mm

1.000 mm
1.200 mm
1.000 mm
1.200 mm

1.400 mm

EP 250 / 2 - 3 + 1 mm 

EP 400 / 3 - 3 + 1 mm       

440 mm L44 (D)

EP 250 / 2 - 3 + 1 mm 

EP 250 / 2 - 3 + 1 mm 

EP 400 / 3 - 3 + 1 mm       

Belt type Profile width  Type 

Profile Height: 17 mm

300 mm L30 (C)
EP 250 / 2 - 3 + 1 mm       

CHEVRON BELTS

EP 400 / 3 - 3 + 1 mm       

EP 250 / 2 - 3 + 1 mm       

550 mm
EP 400 / 3 - 3 + 1 mm       

EP 250 / 2 - 3 + 1 mm 
L55 (D)

EP 400 / 3 - 3 + 1 mm       

EP 400 / 3 - 3 + 1 mm       

EP 400 / 3 - 3 + 1 mm 1.290 mm L129 (E)

630 mm L63 (D)

750 mm L75 (D)

950 mm L95 (D)



Belt width
600 mm (F)
650 mm
600 mm
650 mm

650 mm
650 mm
800 mm

1.000 mm (G)

1.200 mm

1.400 mm
1.600 mm

1.400 mm
1.600 mm

(H)

1.400 mm
1.600 mm

(Q)

EP 400 / 3 - 3 + 1½ mm 1.335 mm

EP 500 / 4 - 3 + 2 mm 1.000 mm C25 P1000 (H)

EP 400 / 3 - 3 + 1½ mm 750 mm C25 P750 (G)

C25 P1335 (Q)

EP 400 / 3 - 3 + 1½ mm
C25 P550 (G)

EP 250 / 2 - 3 + 1½ mm 
550 mm

EP 250 / 2 - 3 + 1½ mm
450 mm C25 P450 (F)

EP 400 / 3 - 3 + 1½ mm

CHEVRON BELTS
Profile Height: 25 mm

Belt type Profile width  Type 

EP 400 / 3 - 3 + 2 mm 1.000 mm C25 P1000 (H)



Belt width
500 mm (M)
600 mm
650 mm
500 mm
600 mm
650 mm

600 mm
650 mm
600 mm
650 mm
800 mm

650 mm
800 mm
650 mm
800 mm

1.000 mm

1.000 mm
800 mm (N)

1.000 mm
1.200 mm
1.200 mm

1.200 mm
1.400 mm
1.200 mm
1.400 mm
1.200 mm
1.400 mm

1.400 mm
1.600 mm
1.400 mm
1.600 mm
1.400 mm
1.600 mm

CHEVRON BELTS
Profile Height: 32 mm

Belt type Profile width  Type 

EP 250 / 2 - 3 + 1 mm

EP 400 / 3 - 3 + 1 mm

460 mm H46 (M)

580 mm H58 (N)
EP 400 / 3 - 3 + 1 mm

EP 250 / 2 - 3 + 1 mm

630 mm H63 (N)

EP 250 / 2 - 3 + 1 mm

EP 400 / 3 - 3 + 1 mm

EP 250 / 2 - 3 + 1 mm

EP 400 / 3 - 3 + 1 mm

EP 500 / 4 - 3 + 2 mm

750 mm H75 (N)

EP 400 / 3 - 3 + 1 mm

1.000 mm H100 (N)

EP 500 / 4 - 4 + 2 mm

EP 500 / 4 - 3 + 2 mm

EP 400 / 3 - 3 + 1 mm

1.300 mm H130 (N)EP 500 / 4 - 3 + 2 mm

EP 500 / 4 - 4 + 2 mm



Belt width
600 mm (J)
650 mm
600 mm
650 mm

800 mm
1.000 mm
800 mm

1.000 mm (K)

1.200 mm
1.000 mm
1.200 mm
1.000 mm
1.200 mm

(L)

EP 250 / 2 - 3 + 1½ mm

 Type 

CHEVRON BELTS
Profile Height: 32 mm

Belt type Profile width

Y32 P450 (J)450 mm
EP 400 / 3 - 3 + 1½ mm 

Y32 P600 (K)
EP 400 / 3 - 3 + 2 mm 

EP 500 / 4 - 3 + 2 mm 
600 mm

800 mm Y32 P800 (L)

EP 400 / 3 - 3 + 2 mm 

EP 500 / 3 - 3 + 2 mm 

EP 500 / 4 - 3 + 2 mm 



Belt type Belt width

500 mm

600 mm

650 mm

650 mm

800 mm

800 mm

800 mm

800 mm

1.000 mm

1.000 mm

1.000 mm

1.200 mm

1.200 mm

1.400 mm

1.400 mm

1.400 mm
 

25 mm - 750 mm (G)

32 mm - 750 mm (N)

17 mm - 950 mm (D)

CHEVRON BELT

Profile               

Height / Width

17 mm - 440 mm (D)

17 mm - 630 mm (D)

15 mm - 600 mm (A)

17 mm - 440 mm (D)

17 mm - 440 mm (D)

32 mm - 460 mm (M)

32 mm - 750 mm (N)

                           (A)                          (D)                          (E)                                 (G)

                                          (M)                          (N)                                   (Q)

25 mm - 1.335 mm (Q)

32 mm - 1.300 mm (N)

EP 400/3 - 3 + 1

OIL AND GREASE RESISTANT "G"

17 mm - 1.290 mm (E)

25 mm - 550 mm (G)

32 mm - 580 mm (N)

17 mm - 630 mm (D)



Width Thickness

6 mm

8 mm

10 mm

12 mm

15 mm

20 mm

25 mm

30 mm

Width Thickness

6 mm

8 mm

10 mm

12 mm

15 mm

20 mm

25 mm

30 mm

Side skirt rubber Length

* MKD Side skirt rubber                                                                                                                   

* ± 60° - 65° Shore                                                                                                                                    

* Specific weight 1,23                                                                                                                              

* Side skirts near loading chutes

 MKD 60B (with bonding layer)

150 mm x 10 mm

 MKD 60 (without bonding layer)

80 mm x 10 mm

20.000 mm

Width x Thickness

10.000 mm        
30.000 mm        
50.000 mm

1.400 mm     
1.500 mm     
1.800 mm     
2.000 mm

10.000 mm        
30.000 mm        
50.000 mm

1.400 mm     
1.500 mm     
1.800 mm     
2.000 mm

MKD 60 RUBBER SHEETS

MKD 60B RUBBER SHEETS

MKD 60 SIDE SKIRT RUBBER

MKD 60                             
(without bonding layer)

* Wear resistant rubber                                                                                  

* Abrasion < 130mm³                                                                                      

* Black, Shore Hardness ± 60° - 65°                                                             

* Tensile strength 15 N./mm2                                                                        

* Elongation 490 %                                                                                         

* Specific weight 1,14                                                                                     

* With or without bonding layer

100 mm x 10 mm
120 mm x 10 mm



Width Thickness

6 mm

8 mm

10 mm

12 mm

15 mm

20 mm

25 mm

Width Thickness

6 mm

8 mm

10 mm

12 mm

15 mm

20 mm

25 mm

Side skirt rubber Length

MKD 40 RUBBER SHEETS

MKD 40 (without bonding layer)

10.000 mm              
30.000 mm              
50.000 mm

10.000 mm              
30.000 mm              
50.000 mm

MKD 40B RUBBER SHEETS

20.000 mm

MKD40B (with bonding layer)

* Wear resistant rubber                                                                                                         

* Abrasion < 110mm³                                                                                           

* Red, Shore Hardness ± 40° - 45°                                                                          

* Tensile Strength 20 N./mm2                                                                                

* Elongation 650 %                                                                                                                

* Specific weight 1,12                                                                                                        

* Without bonding layer

1.400 mm              
1.500 mm              
1.800 mm        
2.000 mm

1.400 mm              
1.500 mm              
1.800 mm        
2.000 mm

Width x Thickness

* Red wear resistant rubber                                                                                    

* Side skirt at loading chutes                                                                          

* Specific weight 1,20                                                                                                        

* ± 40° - 45° Shore Hardness                                                                            

* Without bonding layer

MKD 40 SIDE SKIRT RUBBER

80 mm x 10 mm

100 mm x 10 mm

120 mm x 10 mm

150 mm x 10 mm

200 mm x 10 mm



Width Thickness

3 mm

5 mm

6 mm

8 mm

10 mm

12 mm

15 mm

Width Thickness

3 mm

5 mm

6 mm

8 mm

10 mm

12 mm

15 mm

Side skirt Length 

20.000 mm

80 x 10 mm

100 x 10 mm

Width x Thickness

MKD 50 RUBBER SHEETS

MKD 50 (without bonding layer)

10.000 mm
1.500 mm    
2.000 mm

1.500 mm    
2.000 mm

MKD 50B RUBBER SHEETS

10.000 mm

* Wear resistant rubber                                                                              

* Abrasion < 170mm³                                                                                  

* Orange, ± 50° Shore                                                                                  

* Specific weight 1,09                                                                                  

* Tensile strength 23 N./mm²                                                                      

* Elongation 600 %                                                                                      

* Without bonding layer

MKD 50SIDE SKIRT RUBBER

MKD 50 (with bonding layer)

* MKD50 Side skirt rubber                                                                      

* Specific weight 1,04                                                                                  

* Side skirts near loading chutes                                                              

* ± 50° Shore                                                                                                

* Without bonding layer

120 x 10 mm

150 x 10 mm

200 x 10 mm



Width Thickness Price

2 mm

3 mm

4 mm

6 mm

8 mm

10 mm

15 mm

20 mm

Width Thickness

2 mm

3 mm

4 mm

5 mm

6 mm

8 mm

10 mm

12 mm

LINA-MKD38 RUBBER SHEETS

LINA-MKD38 (without bonding layer)

* Wear resistant rubber                                                                                    

* Abrasion < 70mm³                                                                                          

* Red, Shore Hardness ± 38°                                                                            

* Tensile Strength 240 Kg./cm2                                                                        

* Elongation 810 %                                                                                            

* Specific weight 0,98                                                                                        

* Without bonding layer

5.000 mm    
10.000 mm    
20.000 mm    

1.400 mm    
1.500 mm    
1.800 mm    
2.000 mm

MKD38 CARAMEL RUBBER SHEETS
* Wear resistant rubber                                                                                    

* Abrasion < 100mm³                                                                                        

* Caramel, Shore Hardness ± 45°                                                                    

* Tensile Strength 460 Kg./cm2                                                                        

* Elongation 600 %                                                                                            

* Tear Resistance 25 N/mm2                                                                            

* Specific weight 1,05                                                                                        

* Without bonding layer

MKD45 (without bonding layer)

 10.000 mm 2.000 mm



GP-MKD 60B Length Width Thickness

6 mm
8 mm
10 mm
12 mm
15 mm

GP-MKD 60B Oil & Grease Length Width Thickness

6 mm
8 mm
10 mm
12 mm

GP-MKD 60B MAXI Length Width Thickness

8 mm
10 mm
12 mm

1.800 mm     
2.000 mm

* Black Oil resistant rubber                                                                                                                             

* ± 60° Shore                                                                                                                                                      

* Specific weight 1.17                                                                                                                                       

* Abrasion < 120mm³                                                                                                                                        

* With bonding layer                                                                                                                                         

* Mini diamond profile:                                                                                                                                     

width 35 mm x length 18 mm x height 3 mm  

10.000 mm       
25.000 mm      
50.000 mm

1.400 mm     
1.500 mm     
1.800 mm     
2.000 mm

10.000 mm       
25.000 mm

1.400 mm     
1.500 mm     
1.800 mm     
2.000 mm

10.000 mm

* Black wear resistant rubber                                                                                                                          

* ± 60° Shore                                                                                                                                                      

* Specific weight 1.17                                                                                                                                       

* Abrasion < 120mm³                                                                                                                                        

* With bonding layer                                                                                                                                         

* Maxi diamond profile:                                                                                                                                    

width 86 mm x length 50 mm x height 3 mm  

DRUM LAGGING - Mini Diamond Black     

DRUM LAGGING - Mini Diamond "G" Oil Resistant   

* Black wear resistant rubber                                                                                                                          

* ± 60° Shore                                                                                                                                                      

* Specific weight 1.17                                                                                                                                       

* Abrasion < 120mm³                                                                                                                                        

* With bonding layer                                                                                                                                         

* Mini diamond perfile:                                                                                                                                     

width 35 mm x length 18 mm x height 3 mm

DRUM LAGGING - Maxi Diamond Black       



GP-MKD 45B - Red Length Width Thickness
8 mm
10 mm
12 mm

GP-MKD 55B - White Length Width Thickness

8 mm
10 mm
12 mm

GP-MKD 50B - Cross-Rib Length Width Thickness

DRUM LAGGING - Grooved White  

10.000 mm

1.800 mm     
2.000 mm

* White wear resistant rubber                                                                                                                          

* ± 55° Shore                                                                                                                                                      

* Specific weight 1.17                                                                                                                                       

* Food Quality                                                                                                                                                    

* With bonding layer                                                                                                                                         

* Mini diamond profile:                                                                                                                                     

width 35 mm x length 18 mm x height 3 mm                                 

* White wear resistant rubber                                                                                                                          

* ± 50° Shore                                                                                                                                                      

* Specific weight 1.17                                                                                                                                       

* Grooved                                                                                                                                                           

* Food Quality                                                                                                                                                    

* With bonding layer                                                                                                                                         

* Oil and grease resistant

DRUM LAGGING - Mini Diamond White  

* Red wear resistant rubber                                                                                                                             

* ± 45° Shore                                                                                                                                                      

* Specific weight 1.12                                                                                                                                       

* Abrasion < 150 mm³                                                                                                                                       

* With bonding layer                                                                                                                                         

* Mini diamond profile:                                                                                                                                     

width 35 mm x length 18 mm x height 3 mm 

1.200 mm

10.000 mm

DRUM LAGGING - Mini Diamond Red                  

10.000 mm 1.500 mm 8 mm  



GP-MKD 55B - Blue Length Width Thickness
6 mm  
8 mm  
10 mm  

RT-MKD 60B - Black Length Width Thickness

Price

Price

DRUM LAGGING - Rough Top

* Black wear resistant rubber                                                                                                                          

* ± 60° Shore                                                                                                                                                      

* Specific weight 1.12                                                                                                                                       

* Abrasion < 160mm³                                                                                                                                        

* With bonding layer                                                                                                                                         

* Rough Top profile

10.000 mm 1.400 mm

10.000 mm

DRUM LAGGING - Mini Diamond Blue

1.600 mm

* Blue wear resistant rubber                                                                                                                            

* ± 55° Shore                                                                                                                                                      

* Specific weight 1.26                                                                                                                                       

* Abrasion < 160mm³                                                                                                                                        

* With bonding layer                                                                                                                                         

* Mini diamond profile:                                                                                                                                     

width 35 mm x length 18 mm x height 3 mm

8 mm  

10 mm  



Thickness x Width x Length
To be bolted                                
To be welded

As per customer's demands

DRUM LAGGING - Ceramic on Steel

CERA-GUM

DRUM LAGGING - Ceramic in Rubber

CERA-REX

CERA-STEEL

Thickness x Width x Length

Thickness x Width x Length

With bonding layer 14 mm x 480 mm x 1.900 mm   

With bonding layer 12 mm x 380 mm x 10.000 mm   

DRUM LAGGING - Ceramic in Rubber



 

 

MKD-CLAMP
Heavy Steel Belt Clamp

- 1.500 kg.
- Strong design
- Belt stripping
- Belt pulling

MKD-DRIVE DRUM LAGGING
Length 1.500 mm x Width 140 mm x Thickness 16 mm

NR / SBR Rubber
SBR / NBR Rubber                      
(Terpen Resistant)

 

FRAS Rubber                          
(Fire Resistant)

 

Screw M8 x 35                         
(20 Screws per piece)



Type

1 pcs  
50 pcs

1 pcs  
20 pcs

1 pcs  
20 pcs

TOOL 011 TOOL 014               

TOOL 012 - Ø 6 mm         TOOL 013 - Ø 8 mm       

MKD REPAIR

Staple for quick repair Belt Thickness Teeth
     P P 8 mm

pcs.

4 mm - 6 mm 10 mm
6 mm - 8 mm 12 mm

8 mm - 10 mm 16 mm
10 mm - 13 mm 20 mm
13 mm - 15 mm 23 mm
15 mm - 18 mm 29 mm
18 mm - 21 mm 38 mm

Fasteners Belt thickness

Thickness 5 - 11 mm 1"

Thickness 11 - 17 mm 1½"

Thickness 14 - 21 mm 2"

 

 



Width Thicknes
100 mm
120 mm
150 mm
200 mm
100 mm
120 mm
150 mm
200 mm
Width Thicknes

Width Thickness
500 mm
600 mm
650 mm
800 mm

1.000 mm
1.200 mm
500 mm
600 mm
650 mm
800 mm

1.000 mm
1.200 mm

MKD 60-45-60 SCRAPER RUBBER

                                                                                 
Scraper rubber - Strips

Scraper rubber - Full rolls

* Wear resistant rubber                                                                                                                          

* Simple scraper systems                                                                                                                      

* Shore hardness:                                                                                                                                   

Black : ± 60° - 65° / Red : ± 40° - 45°                                                                                                      

* Abrasion < 120mm³                                                                                                                              

* Specific weight 1.20                                                                   

10.000 mm

10.000 mm 1.500 mm

25 mm

15 mm

20 mm

V-Return Scraper (Black-Red-Black)

15 mm

20 mm

20 mm

15 mm



Belt width Blades

500 mm 3

650 mm 4

800 mm 5

1.000 mm 6

1.200 mm 7

1.400 mm 9

1.600 mm 10

Polyurethane Scraper 

Blade

450

600

750

900

1050

1350

1500

MKD-PUR SCRAPER

Scraping width (mm)

* Medium-Duty Scraper                                                                
* Galvanised steel                                                                        
* Blue or red Polyurethane scraper blades                                  
* Blade width 150 mm                                                                  
* Tensioning unit                                                                          
* Does not damage the conveyor belt                                          
* Easy to install



"T" CLEATS  

STRAIGHT
Type Height Length

"TB" CLEATS  

THICK
Type Height Length

T20 20 mm 20 mtr. TB25 25 mm
T35 35 mm TB30 30 mm
T40 40 mm TB40 40 mm
T60 60 mm TB60 60 mm
T80 80 mm TB75 75 mm
T100 100 mm TB110 110 mm
T110 110 mm TB140 140 mm

"TS" CLEATS  

INCLINED
Type Height Length

"TBK" CLEATS  

HEAVY
Type Height Length

TS35 35 mm

TS60 60 mm

TS80 80 mm

TS110 110 mm

V-Profile          

With Teeth
Length

V-Profile          

Without Teeth
Length

Sidewalls Type Height Length

M40 40 mm

M60 60 mm

M80 80 mm

M100 100 mm

M120 120 mm

Width:           150 mm        
Length:         200 mm        
Thickness:   20 mm

Profile:     30 mm              
Width:     500 mm              
Length:   500 mm

4 mtr.

Skirting Block Dimensions

50 mtr.        
~            

100 mtr.

4 mtr.

55 mm

17 mm x 11 mm

17 mm x 11 mm

30 mm x 15 mm

4 mtr.

TBK40 38 mm

TBK60

RUBBER COMPONENTS

Dimensions

30 mm x 15 mm

100 mtr.      
~            

200 mtr.

Belt Brush Mat Dimensions

10 mm x 6 mm

13 mm x 8 mm

Clamp Galvanised Steel

4 mtr.

Dimensions

10 mtr.        
~            

500 mtr.



Height Width Length Width Length

1.200 mm 200 mm

1.500 mm 250 mm

1.200 mm 300 mm

1.500 mm

Thickness Width Length Width Length

55 mm 430 mm 430 mm 500 mm 500 mm  

Shore       

Hardness
Thickness

6½ mm

8 mm

12½ mm

IMPACT PLATE: PROFILE "Z"                   

BLUE POLYURETHANE

MKD DIAMOND BLUE POLYURETHANE

3.000 mm90°

IMPACT PLATE: PROFILE "V"                   

BLUE POLYURETHANE

COMPONENTS

Length

Height

33 mm

Thickness

Bolts M16 x 40 mm

1.200 mm

55 mm

GLIDE BARS                                 

(Including 3 bolts)

With Metal Back
1.200 mm

Width

50 mm

75 mm

100 mm

100 mm

IMPACT BARS                               

(Including 3 bolts)

Bolts M16 x 40 mm

Type

With Fabric Back



Beltwidth

500 mm

600 mm

650 mm

800 mm

1.000 mm

1.200 mm

Beltwidth

500 mm

600 mm

650 mm

800 mm

1.000 mm

1.200 mm

MKD SAFE GUARD

 Safety Equipment - protection of personnel

                                                                                 

MKD SAFE CAGE

  Safety Equipment - protection of personnel

                                                                                 



Beltwidth
BC 5  
(5.000 Kilo)

900 mm

1.050 mm

1.200 mm

1.350 mm

1.500 mm

1.800 mm

2.100 mm

2.400 mm

Size

30 cm x 30 cm

30 cm x 45 cm

45 cm x 60 cm

60 cm x 60 cm

60 cm x 90 cm

  Safety Equipment - 2 Clampsbars   

  2C   lamp Units

                                                                                 

MKD INSPECTION DOOR

  Safety Equipment - Door and screen

                                                                                 

MKD BELT CLAMP

BC 7  

(7.000 Kilo)



Shore       

Hardness

CHUTE

SKIRTING SCRAPING

2.000 mm              
3.000 mm

1.000 mm

12

15

5

20

25

Length

6

8

10

ANTI-STICK PROTECTION

SEALING

2

3

4

70°           
80°           
90° 

Thickness

COMPONENTS

Width

MKD  POLYURETHANE YELLOW

* Highly abrasion resistant                                                                                                                                 

* Specific Weight 1,24 ~ 1,25                                                                                                                              

* Tensile Strength 40 N / mm2 ~ 45 N / mm2                                                                                                      

* Elongation at Break 550 % ~ 575 %                                                                                                                  

* Abrasion 20 ~ 25 mm3                                                                                                                                      

* Available up to 60 mm                                                                                                                                      



HMPE 500: Green / Black Thickness
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HMPE 1000: Green / Black Thickness  
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HMPE 500 - White Thickness  
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HMPE 1000 - White Thickness  
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POLYETHYLENE

* Highly abrasion resistant          
* ± 95° Shore                               
* Dimensions:                              
2.050 mm x 1.020 mm   

Available in 2 mm to 60 mm  

* Highly abrasion resistant          
* ± 95° Shore                               
* Dimensions:                              
2.050 mm x 1.020 mm   

* Highly abrasion resistant          
* ± 95° Shore                               
* Dimensions:                              
2.050 mm x 1.020 mm                

Available in 2 mm to 60 mm  

* Highly abrasion resistant          
* ± 95° Shore                               
* Dimensions:                              
2.050 mm x 1.020 mm                



Length Width Thickness
15.000 mm 150 mm 20 mm

Width Width
450 mm 600 mm

.    MKD SKIRTING

.    MKD CLAMPS

Specialised Skirting Rubber

Specialised Skirting Clamps
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